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HIGH-PRESSURE AGRO JETTING MACHINE  

TO CLEAN AND UNBLOCK SEWERS AND DRAINS QUICKLY AND EFFECTIVELY 

 

AGROJET very functional device with small 

dimensions, designed for hydrodynamic 

cleaning of drains, sanitary, rainwater and 

industrial pipes with a maximum diameter 

of up to 500 mm (depending on the 

version). The device has been developed 

and manufactured by KanRo Ltd® based 

on many years of experience in the sale 

and service of high-pressure cleaning 

equipment. 

 

AGROJET high-pressure jetting machin can be mounted on standard agricultural 

tractor. The device is driven by the agricultural tractor shaft. AGROJET has been 

equipped with a reliable high-pressure pump from the renowned European 

manufacturer UDOR from Italy. The pump with ceramic plungers, thanks to which 

it is possible to work with the device using hot water  up to + 70 ° C. It can be one 

man operated. 
 

 

 

 

 

 

 

AREAS OF APPLICATION 

 cleaning the sewage 

network 

 cleaning rainwater 

drainage 

 cleaning the water 

supply network 

 cleaning drainage pipes 

 pressure washer 
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 AGROJET 150/50 AGROJET 150/75 
DRIVE agricultural tractor shaft 

PUMP UDOR  triplex plunger pump fitted with ceramic plungers; 

pressure regulator and manometer 

PUMP 

EFFICIENCY 

150 bar working pressure, 

50 l/min. flow rate  

150 bar working pressure, 

75 l/min. flow rate 

CONTAINER with a capacity of 400 l, equipped with an overflow of water 

PANEL 

CONTROL 

panel control located in the device; safety switch 

HIGH-PRESSURE 

HOSE 

hose 60 m long, 

thermoplastic, double braid, 

inside diameter of the hose 

13 mm NW  

with coupling ½'' 

hose 80 m long, 

thermoplastic, double braid, 

inside diameter of the hose 

13 mm NW  

with coupling ½'' 

FILLING HOSE option 

APPLICATION 

RANGE 

pipes diameter max 350 mm pipes diameter max 500 mm 

STANDARD 

EQUIPMENT 

 spraygun and lanc  

 standard nozzle 

 standard nozzle with front pilot pad 

 user manual 

WARRANTY 24 months 
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